


Practical Intelligence:
Everything thought through
and implemented with a great
deal of know-how.

Wacker Neuson Options:

- Hybrid rubber and steel track with replaceable pads.

- Durable steel track, which is optimally aligned to the
power drive of the Zero Tails.

- Tailor made counterweight for additional improvement
of the stability by up to 18%.

Durable hybrid tracks which can be
driven easily over asphalt and sharp

edged surfaces and whose links can
be individually replaced.
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Tippable cab which can easily give
access to the components lying
below.

Quick access to the engine thanks
to its position at the side and the
large opening angle of the hood.

Recessed nipples at all greasing
points of the arm system. Due to
the design, the grease gets directly
to the bearings.

Rigid X frames of high quality
steel.

The strong and sure backbone for
longevity and full loading.
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The two-part retainer of the
pivoting control panel is the best
protection for the hydraulic pipes
and a further indication of quality of
design.

The self cleaning running gear
deals with dirt already during
movement.

The optional counterweight

(300 kg for the 50Z3 and 400 kg for
the 75Z3) increases the stability by
up to 18%.
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Cab Comfort:
Results come from people.
Every day something new.

The actual performance of an excavator on the construction
site depends to a great extent on the people operating it.

The special Zero Tail concept from Wacker Neuson allows a top
class cab design and ergonomic design: the good leg room, the
5-way adjustable driver‘s seat, the air conditioning (option), the
proportional control (option) and the easy getting in make the
work lighter and the handling more precise. They contribute to
efficiency and safety. For the driver. And for the operator.




Ergonomically correct is always

an individual matter: The driver‘s

seat can be adjusted in 5 ways.

- forwards and backwards

- forwards and backwards with
control panel for the same space
between driver and instruments

= height of seat

= adjustment to the weight of the
driver

= adjustability of the arm rests and
back rest

Good leg and head room in
the spacious cab thanks to the
Wacker Neuson Zero Tail concept.

Comfortable entry into the cab:
wide driver‘s door, high construc-
tion and sturdy hand grips.

Aux. hydraulics and 3rd control
circuit (Proportional control as
an option), operated by lever on
Joystick.

Simple and sturdy mechanism
for pushing up the windscreen
and for its secure holding under
the cab roof.
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Wacker Neuson Zero Tail:
Extremely versatile.
Practical in everything.
Reliable in use.

Wacker Neuson Facts:

The 50Z3 and 75Z3 models are the result of intensive
development and much practical testing. They connect
the intelligent engine management of the economical
engine with high performance hydraulics and high-
strength steel construction. With these qualities and their
versatility, they free the backs of the operators.




